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13.		OIL FEED INSTALLATION (OIL-FED UNITS ONLY)

A.	 Locate the supercharger oil feed port on the pas-
senger side of the supercharger. (See Fig. 13A)

B.	 Remove the blue plastic plug from the super-
charger oil feed port and install the included -4AN 
male fitting. (See Fig. 13B)

C.	 Connect the 90° end of the included -4AN braided 
oil feed hose to the supercharger oil feed fitting.  
Route the hose downward and toward the driver 
side between the supercharger discharge and the 
forward mounting plate. (See Fig. 13C)

D.	 Continue routing the oil feed hose to the lower 
driver side area of the engine, passing it rearward 
between the alternator and the engine oil filter.  
Use extra care to secure the hose away from 
moving parts and sharp edges.

Fig. 13A: Supercharger Oil Feed Location

Fig. 13B: -4AN Oil Feed Fitting Installed

Fig. 13C: 90° Oil Feed Hose Installed

NOTE: 	 Use only clean engine oil on the pipe threads. 
Teflon tape or pipe sealant is not recommend-
ed as it might loosen and cause blockage of 
the small oil feed orifice resulting in possible 
supercharger failure.
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13.		OIL FEED INSTALLATION (OIL-FED UNITS ONLY), 
cont'd

E.	 Locate the OEM oil pressure sensor located just 
above and behind the engine oil filter. (See Fig. 
13E)

F.	 Disconnect the electrical connector from the OEM 
oil pressure sensor and remove the sensor itself 
by unthreading it from its 1/4" NPT port.  
Temporarily plug the port, as a small amount of oil 
may drain out.

G.	 Install the supplied 1/4" NPT TEE fitting into the 
oil pressure sensor port and orient so one female 
port faces upward and one faces outward.

H.	 Install the OEM oil pressure sensor into the 
upward-facing port of the TEE. (See Fig. 13H)

I.	 Install the 1/4" NPT male x -4AN male 90° fitting 
into the outward-facing port of the TEE.  Orient to 
point forward and slightly down. (See Fig. 13H)

J.	 Reconnect the electrical connector to the OEM oil 
pressure sensor.

K.	 Connect the straight end of the previously-
installed -4AN braided hose to the -4AN male 90° 
fitting installed into the TEE, routing the hose 
between the alternator and oil filter. (See Fig. 
13K)

L.	 Confirm that all oil feed fittings are secure and 
that the hose is secured in a smooth path free of 
kinks and away from moving parts and sharp 
edges.

Fig. 13E: OEM Oil Pressure Sensor

Fig. 13H: Oil Feed Assembly
(shown removed for clarity)

Fig. 13K: Oil Feed Assembly Orientation

NOTE: 	 Use only clean engine oil on the pipe threads. 
Teflon tape or pipe sealant is not recommend-
ed as it might loosen and cause blockage of 
the small oil feed orifice resulting in possible 
supercharger failure.
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14.		OIL DRAIN INSTALLATION (OIL-FED UNITS 
ONLY)

A.	 Locate the wiring harness secured to the front 
edge of the oil pan.  Remove the two (2) 10mm 
nuts securing the wiring harness mounting brack-
ets (one on each side of the crankshaft), allowing 
the harness to be pulled downward for improved 
access to the front face of the oil pan. (See Fig. 
14A)

B.	 Mark the location for the oil drain fitting on the 
smooth portion of the front face of the oil pan 
toward the passenger side, approximately 5/8" 
down from the oil pan mounting flange. (See Fig. 
14B; also see Fig. 14-1 at the end of this section)

C.	 Remove paint from the area around the hole loca-
tion.

D.	 Use a small center punch to perforate the pan and 
expand the hole.  Switch to a larger diameter 
punch and expand the hole further to approxi-
mately Ø9/16".  Most punches are made from 
hexagon material and may be placed in a socket 
with an extension to make this procedure easier. 
(See Fig. 14D)

E.	 Tap the hole with a 3/8" NPT tap approximately 
1/4" deep.  Pack the flutes of the tap with heavy 
grease to hold chips.  Use a small magnet to check 
for any stray chips.

F.	 Thoroughly clean the threaded area.  Apply a 
small amount of silicone sealer or Teflon paste to 
the new threads.  Apply more sealer to the includ-
ed 3/8" NPT hose barb fitting and install the fitting 
into the hole, making sure a seal is formed all 
around the fitting.

G.	 Change the engine oil and filter to flush out any 
contaminants that may have entered the oil pan.

Fig. 14A: Wiring Harness Mounting Location 
(pass. side shown, driver side similar)

Fig. 14B: Oil Drain Fitting Installation Location

NOTE: 	 To provide an oil drain for the supercharger, it is 
necessary to make a hole in the oil pan. It is best 
to punch the hole rather than to drill it.

NOTE:	 This method of rolling over the lip of the hole and 
tapping it works very well if carefully done and 
should cause no problems.

Fig. 14D: Punching Hole in Oil Pan
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14.		OIL DRAIN INSTALLATION (OIL-FED UNITS 
ONLY), cont'd

H.	 Locate the oil drain hose previously attached to 
the barb fitting on the bottom of the supercharger.  
Trim the hose to length and secure to the barbed 
drain fitting on the front of the oil pan with an 
included worm gear clamp.

I.	 Resecure the wiring harness running in front of 
the oil pan, using the included brass spacers to 
relocate the harness downward for drain hose 
clearance. (See Fig. 14I) Fig. 14I: Wiring Harness Spacer

NOTE:	 Use extra care to secure the drain hose away 
from moving parts and sharp edges.  It is impor-
tant that the hose travels downhill for its entire 
length.

Fig. 14-1: Oil Drain Fitting Placement
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Fig. 15B: OBD2 Connector and Port

15.		REFLASH COMPUTER

A.	 Reconnect the battery.

B.	 Locate the vehicle’s OBD2 port located in the 
lower left hand corner of the dash on the driver 
side of the vehicle. (See Fig. 15B)

C.	 Attach the OBD2 connector from the provided 
Flash tool (See Fig. 15C) to the vehicle’s 
OBD2 port (See Fig 15B).  Make sure this 
connector is seated all the way into the vehi-
cle’s OBD2 port.  Do not allow this connector 
to become disconnected during programming 
or damage may occur to the vehicle’s ECM.

D.	 The Reflash tool will power up and display 
"Program Vehicle".  Press SELECT.

E.	 Press SELECT again to choose the default 
selection on the following screen.

F.	 Follow the on-screen prompts to step through 
the reflash process.

When prompted to turn the key on, do so •	
and wait for the vehicle to fully "boot up" 
before proceeding.
When prompted to "Select Vehicle" select •	
"Mustang GT HO"
When prompted to "Adjust Options" •	
select "Skip Options"
Select "Begin Program"•	

G.	 Turn the key off when prompted.

H.	 When the tool returns to the "Program 
Vehicle" screen the process is complete.

I.	 Unplug the reflash tool from the OBD2 port 
and store in a safe place for later use.

IMPORTANT!  To ensure trouble-free programming of your vehicle's computer:
• Make sure the vehicle's battery is sufficiently charged.
• Turn off all accessories and close doors to prevent unnecessary drain on the battery.
• Do not attempt to program your vehicle while a battery charger is connected.
• Improper battery voltage will result in failure of the programming process.
• Do not disconnect the cable or turn off the ignition during programming unless prompted to do so.

NOTE: Do not disturb the cable or turn the 
ignition off during this programming. If the 
programming is disrupted, the computer will not 
start or run your vehicle!

Fig. 15C: Flash Tool
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A.	 If your vehicle has gone over 15,000 miles 
since its last spark plug change, you will need 
to change the spark plugs now before test 
driving the vehicle.

B.	 Check all fittings, nuts, bolts and clamps for 
tightness.  Pay particular attention to oil and 
fuel lines around moving parts, sharp edges, 
and exhaust system parts.  Make sure all 
wires and lines are properly secured with 
clamps or tie-wraps.

C.	 Check all fluid levels, making sure that your 
tank is filled with 91 octane or higher fuel 
before commencing test drive.

D.	 Start the engine and allow to idle a few min-
utes, then shut off.

E.	 Recheck to be sure that no hoses, wires, etc. 
are near exhaust headers or moving parts.  
Look also for any signs of fluid leakage.

F.	 PLEASE TAKE SPECIAL NOTE: Operating 
the vehicle without ALL of the subassemblies 
completely and properly installed may cause 
FAILURE OF MAJOR COMPONENTS.

G.	 Test drive the vehicle.
H.	 Always listen carefully for engine detonation. 

Discontinue heavy throttle usage if detonation 
is heard.

I.	 Read the Street Supercharger 
System Owner's Manual and 
RETURN THE Warranty REGISTRATION 
FORM within thirty (30) days of purchasing 
your supercharger system to qualify. 

For internally lubricated SL units only
This supercharger has been factory pre-filled with 
special Paxton synthetic lubricant.  Oil does not 
need to be added to a brand new unit, however a 
fluid level check should be performed.
Prior to operating the supercharger on the vehicle 
and after installation onto the vehicle:
Remove the factory installed flat-head brass ship-
ping plug (not the dipstick) from the top of the su-
percharger case. Replace the sealed shipping plug 
with the supplied vented plug.  Do not operate the 
supercharger without it.  Check the supercharger 
fluid level using the dipstick as follows:

    Fluid level checking procedure: 
    1. Ensure that the .06” copper sealing washer 
        is located on the dipstick base.
    2. Thread the clean dipstick into the unit until 
        it seats.
    3. Once the dipstick has seated, remove the 
        dipstick from the unit.  Fluid should register 
        in the crosshatched area on the dipstick.
    4. DO NOT OVERFILL!!! Drain excess fluid from 
        the unit if it is above the maximum level on 
        the dipstick.
Check the fluid level using the dipstick at least every 
2,500 miles.
Initial supercharger fluid change must be performed 
at 2,500 miles. The supercharger fluid must be 
changed every 7,500 miles maximum thereafter.
Drain the fluid, refill the unit with 4 oz. of Paxton SL 
lubricating fluid, and then confirm proper oil level 
using the dipstick.  DO NOT OVERFILL!!!

WARNING: Use of any fluid other than the 
special Paxton lubricant will void the war-
ranty and may cause component failure.

WARNING: Do not attempt to operate the 
vehicle until all components are installed and 
all operations are completed including the final 
check.

16.		FINAL CHECK AND PREPARATION
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